THREADED TUBULAR RIVET NUTS Deform -nut

® Ll ®
ﬂlpccmllnter‘t COUNTERSUNK HEAD series 9205 - Z
ROUND CLOSE-END KNURLED SHANK UNI 11968 compliant
Application: on boxed and tubular sections, on sheef- mefal and non-metal sheefs.
Assembly: with specific manual, pneumatic, oleopneumatic or elefric tools.
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9205A/M 3/ _ZI 871 XZI 16 +35 135 M3 c 8 15 c g 11968/05A/M 3/ __
9205B/M 3/__ZI 871 XZI 3550 15 ' 11968/05B/M 3/__
9205A/M L/ _7ZI 871 XZI 16 +351 155 11968/05A/M L/

— M4 6 9 1,5 6 10,5 —
9205B/M L/ _ZI 871 XZI 3555|115 11968/05B/M 4/
9205A/M 5/ _ZI 871 XZI 16 +L4,01] 185 11968/05A/M 5/

— M5 1 10 1,5 1 13 —
9205B/M 5/ 7l 871 XZ| L0+6,0] 205 11968/05B/M 5/ __
9205A/M 6/ _ZI 871 XZ| 16 +45] 23 11968/05A/M 6/

— M6 9 12 1,5 9 17,5 —
9205B/M 6/__ZI 871 XZ| L5+701] 255 11968/05B/M 6/ __
9205A/M 8/ _ZI 871 XZ| 1,6 +50 255 11968/05A/M 8/

— M8 11 14 1,5 11 19 —
9205B/M 8/__ZI 871 XZ| 50+75| 28 11968/05B/M 8/
9205A/M10/__ZI 871 XZ| 1650 30 11968/05A/M 10/

M10 13 16 1,5 13 23
9205B/M10/_ 7| 871 XZ| 50+75]| 325 11968/05B/M 10/
9205A/M12/__ZI 871 XZ| 1,6 +50| 36 11968/05A/M 12/
M12 15 18 1,5 15 29

9205B/M12/_ZI 871 XZI 50+80( 39 11968/05B/M 12/

Non binding dimensions, expressed in mm.
* Dimension measured on average thickness.Variable according to "s" dimension.

In type B, knurling part might be defached from the head.

[ ] Standard [ ] 0Ondemand [_-- ] Not manufactured
Standard ref.: UNI 11968
Material: steel nr.1.0718 /__ /8/l
stainless steel nr.1.4305 !/ /XZI
Finishing: steel: zinc-plated

stainless steel: natural

Tolerances:  according to UNI standards EN 22768-1 9205A/M 6/X7|

Thread: ISO 6 H metric \\\
Example: threaded tubular rivet nut, countersunk head, v
round close-end knurled shank, 7

stainless steel, grip 2,0 mm, M 6 thread:
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