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1specialinsert HEXAGONAL BUSHES £S
Application:  thermoplastic and thermoseftfing materials.
Assembly: comoulding.
type 1 type 2
DIN 16903 compliant
O % UL| - )
! LT, 44
ch L L
metric hex ke total external collar
code thread h y length  |diamefer B type
d1 L d2
ES M3 HO4.5 M3 5 4.5 L 1 1
ES M3 HO6 M3 5 6 L 1 2
ES M4 HO6 ML 6 6 55 1 1
ES M4 HO8 ML 6 8 55 1 2
ES M5 H07.5 M5 I 1,5 ] 1 1
ES M5 H10 M5 I 10 ] 1 2
ES M6 HO9 M6 9 9 8 1 1
ES M6 H12 M6 9 12 8 1 2
ES M8 H12 M8 11 12 10 1 1
ES M8 H16 M8 11 16 10 1 2
ES M10 H15 M10 14 15 12,5 1 1
ES M10 H20 M10 14 20 12,5 1 2

Non binding dimensions,

|:| Standard

expressed in mm.

|:| On demand

Material: brass

Finishing: natural

Tolerances: ISO 2768-m

d1 thread: ISO 6H mefric
Example: brass hexagonal bush,

M6 thread, 12 mm lenght:

1s/pecialinsert

www.specialinsert.it - export@specialinsert.it

ES M6 H12

Headquarter and Export department:

|:|Nof manufactured

Via Monfalcone 144 - 10136 - Turin - IT - Tel. +39.011.700301 - Fax +39.011.702947

Milan branch:

Via E.Cialdini 37 - 20161 - Milan - IT - Tel. +39.02.646.8476 - Fax +39.02.662.00275

Production and purchase departments:

Via E. Pavanello 1 - 30030 - Maerne di Martellago (Venice) - IT - Tel. +39.041.503.0100

Fax +39.041.503.0110
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