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FLANGED NUT WITH

THROUGH-HOLE PLATE

AND ROUND SPACERS

Application:  fiberglass, composite materials and other.

Assembly: bonding, lamination, moulding.

Y2000=920

Y2300=923

code

thread
d1

hex
key

d2

DFP04Y2000040.

DFP04Y2300040.

DFP04Y3800040.

ML

1.8

9.1

43

DFP05Y2000050._

DFP05Y2300050._

DFP05Y3800050._

M5

8,9

10,5

L8

DFP06Y2300060._

DFP06Y3800060._

M6

11

12,95

5,4

Non binding dimensions, expressed in mm.

[ ] Standard

Material: steel

according fo ISO 2768-m

[ ] oOndemand

Y3800=938

DFPY

through thread

sheet 1/2

d2
|
i
d
e

welded element

[ - ] Not manufactured

12, stainless steel AISI 316 56

Finishing: steel nut: zinc coated
stainless steel nut AISI 316: electropolished

Tolerance:  where notf specified, coarse degree of accuracy,

Thread: mefric ISO 6 H

Example of

designation: flanged threaded nut with Y2000 round through hole plate,
MS thread, 4,8 mm length, zinc plated steel:

1specialinszerl

DFP05Y2000050.12
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FLANGED NUT WITH

DFPY

ﬂtpecmllntert” THROUGH-HOLE PLATE through thread
AND ROUND SPACERS sheet 2/2
Application:  fiberglass, composite materials and ofther.
Assembly: bonding, lamination, moulding.
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Y3815=38x15 ¥3232-32x32 Y5858-58x58 S
E
code Th:ﬁad Es; e d2 L
DFP04Y 3815040,
DFP04Y3232040.__ M & 7 78 | 91 | 43
DFPO4Y5858040.
DFP05Y3815050.__
DFP05Y3232050,__ MS 8 89 | 105 | 4.8
DFP05Y5858050.
DFP06Y3815060.__
DFP06Y3232060.__ M6 10 11 [12,95] 5.4
DFP06Y5858060.
Non binding dimensions, expressed in mm.
+
[ ] Standard [ ] Ondemand [ -~ ] Not manufactured
Material: steel 12, stainless steel AISI 316 .56
Finishing: steel nut: zinc coated

stainless steel nut AISI 316: electropolished
Tolerance:  where not specified, coarse degree of accuracy,
according fo ISO 2768-m
Thread: metric 1ISO 6 H

Example of

designafion: flanged threaded nut with Y3815 rectangular blind plate,
M5 thread, 4,8 mm heigfth, zinc plated steel:
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MP/CPPO1

s ali @ PLUGS WITH HANDLE
1specialinsert FOR HOLES PROTECTION MP/CPP

Application: silicone plugs resistant up to 315°C, ideal for the proftection of through holes,
thanks also fo the handle that allows easy exfraction. Reusable.
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code Hhemsd A B C D
MP/CPP20 ML 3,96 157 15,88 19,05
MP/CPP23 M5 4,80 3,10 32,10 | 30,25
MP/CPP37 M6 5,40 3,00 31,25 | 29,70
MP/CPPL4L?2 M8 7,20 3,50 25,15 | 25,60
MP/CPP50 M10 8,80 4,75 31,19 28,75

Non binding dimensions, expressed in mm.
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