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Application:  fiberglass, composite materials and others
Assembly:     bonding, rolling, moulding.

T1900= 19

   Dimensions are indicative, not binding, expressed in mm.

   Other details and materials on request.

*  For stud lenght less than 45mm, please see "PR" data sheet (except M10).

Material:        steel  ____.12, stainless steel AISI 316 ____.51
Finishing:        steel stud: galvanizing
                     stainless steel stud AISI 316: in natural state
Tolerances:    where not specified, accuracy according to ISO 2768-m
Thread:          metric ISO 6 g
Drawing
example:        threaded stud with round base plate T2000,
                     M6 thread, lenght 20 mm, galvanized steel:   

  
                                                                                         PRS20T2000060.12

T2300= 23 T3800= 38

In stock                         On demand                      Not manufactured

T2000= 20

Cont'd

code thread 
d1

d2
max K

* L = stud lenght

45 50 60 70 80 90 100

PRS_T1900050._

M 5 10 2,8
PRS_T2000050._
PRS_T2300050._
PRS_T3800050._
PRS_T1900060._

M 6 12 3,3
PRS_T2000060._
PRS_T2300060._
PRS_T3800060._
PRS_T2000080._

M 8 16 4,4PRS_T2300080._
PRS_T3800080._
PRS_T3800100._ M 10 20 5,5
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Headquarter and Export department:
Via Monfalcone 144 - 10136 - Turin - IT - Tel. +39.011.700301 - Fax +39.011.702947
Milan branch:
Via E.Cialdini 37 - 20161 - Milan - IT - Tel. +39.02.646.8476 - Fax +39.02.662.00275
Production and purchase departments:
Via E. Pavanello 1 - 30030 - Maerne di Martellago (Venice) - IT - Tel. +39.041.503.0100                       
Fax +39.041.503.0110www.specialinsert.it - export@specialinsert.it
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R3815=38x15

Material:        steel  ____.12, stainless steel AISI 316 ____.51
Finishing:        steel stud: galvanizing
                     stainless steel stud AISI 316: in natural state
Tolerances:    where not specified, accuracy according to ISO 2768-m
Thread:          metric ISO 6 g
Drawing
example:        threaded stud with rectangular base plate R3815,
                     M6 thread, lenght 60 mm, galvanized steel: 

                                                                                          PRS60R3815060.12

Q3232=32x32 Q5858=58x58

In stock                           On demand                     Not manufactured

Q1515=15x15

Application:  fiberglass, composite materials and others
Assembly:     bonding, rolling, moulding.

   Dimensions are indicative, not binding, expressed in mm.

   Other details and materials on request.

*  For stud lenght less than 45mm, please see "PR" data sheet (except M10).

- -

code thread 
d1

d2
max K

* L = stud lenght

45 50 60 70 80 90 100

PRS_Q1515050._

M 5 10 2,8
PRS_Q3232050._
PRS_R3815050._
PRS_Q5858050._
PRS_Q1515060._

M 6 12 3,3
PRS_Q3232060._
PRS_R3815060._
PRS_Q5858060._
PRS_Q3232080._

M 8 16 4,4
PRS_Q5858080._
PRS_Q3232100._

M 10 20 5,5
PRS_Q5858100._
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Headquarter and Export department:
Via Monfalcone 144 - 10136 - Turin - IT - Tel. +39.011.700301 - Fax +39.011.702947
Milan branch:
Via E.Cialdini 37 - 20161 - Milan - IT - Tel. +39.02.646.8476 - Fax +39.02.662.00275
Production and purchase departments:
Via E. Pavanello 1 - 30030 - Maerne di Martellago (Venice) - IT - Tel. +39.041.503.0100                       
Fax +39.041.503.0110www.specialinsert.it - export@specialinsert.it


	FOGLIO 1/2
	Vista del disegno71
	Vista del disegno76
	Vista del disegno77
	Vista del disegno78
	Vista del disegno80
	Vista del disegno81
	Vista del disegno82

	FOGLIO 2/2
	Vista del disegno83
	Vista del disegno84
	Vista del disegno85
	Vista del disegno86
	Vista del disegno87
	Vista del disegno88


