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Applications: snap-on press-in metal fasteners for panelling and cladding;
                    panel removal by pulling

Assembly: on structure by screwing, bonding, riveting
 
            Female                                                          Male

Values and dimensions are indicative, not binding - dimensions expressed in mm.

Standard                             On demand

Accessories:
FC-01-CE.50 centering device FC-00-LE.12 release lever

Application example:
built-in FAST-CON® FAST-CON®  flush installation

PLEASE NOTE: For the installation guide, please contact the Specialinsert® technical/commercial department 
                     or consult the catalogue downloadable from our website www.specialinsert.it/en

code material extraction 
load

FC-01-FE.51 inox 316 min 7kg

FC-01-FE.53 inox 301 min 10kg

code material

FC-02-MA.51 inox 316

FC-02-MA.50 inox 303
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Fasten the female FAST-CON® FC-01-FE.5_
to the structure by screwing,
bonding or riveting

1 Insert the FC-01-CE.50 centering
device into the female clips

2

Position the panel in the desired point
and exert slight pressure.
The marking will act as a reference
for fastening the FC-02-MA.5_ male part

3 Fasten the male part
FC-02-MA.5_ at the marking

4

6 Attach the panel to the structureRemove the centering FC-01-CE.505
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 3x 5,15 
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1 Pre-assemble the FAST-CON® parts: female FC-01-FE.5_,
floating ring FC-01-AF.51 and centering device FC-03-CE.01,
by snapping them together

2 Fasten the pre-assembled group to
the structure by screwing, bonding or riveting

Position the panel in the desidered point and exert
slight pressure. The marking will act as a 
reference for fastening the FC-02-MA.5_ male part

3

4 Fasten the FC-02- MA.5_ male part
at the marking

5
Remove the FC-03-CE.01 centering devices.
Re-attach the panel to the structure.
Find the desired position. When finished,
remove the panel with a movement
perpendicular to the clip axis

6 Fasten the female FAST-CON® FC-01-FE.5_
on the structure by screwing

Applications: snap-on press-in metal fasteners for panelling and cladding;
                    panel removal by pulling

Assembly: on structure by screwing, bonding, riveting

Accessories: (match with standard FAST-CON® elements
Male: FC-02-MA.5_ / Female: FC-01-FE.5_)

FC-01-AF.51 Floating ring 

FC-03-CE.01 Centering device

INSTALLATION GUIDE:

Material: 
 Body:    plastic
 Marker: steel

Material: stainless steel 316L
Finishing: natural state
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