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THREADED INSERT - BUSHES

Symmefrical Inserf-Plast
series IPS

Applications:
on fhermoplastic materials
on fhermoseffing materials

Assembly:
ultrasonic, heat, co-moulding
co-moulding

ARE FORBIDDEN, UNLESS OTHERWISE AND EXPRESSLY AUTHORIZED BY SPECIALINSERT.
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code mefric crown total hole di Far *
thread diameter length Ol& Qlameter
IPS0 0 030.80 3,0
M3 5,6 L7
IPS10 030.80 L5
IPS0 0 040.80 4,0
ML 6,6 506
IPS10 040.80 6,0
IPS0 0 050.80 5,0
M5 7,6 6,8
IPS10 050.80 15
IPS0 0 060.80 6,0
M6 8,6 11
IPS10 060.80 9.0

Non binding dimensions, expressed in mm.

* Hole diameter varies depending on the receiving material.
For a correct use of the product, it is advisable fo carry ouf some preliminary
assembling fests fo defermine the correct hole diameter.

[ ]Standard [ ]On demand

Material: brass
Finishing: natural
Tolerances: ISO 2768 - m
d1 Thread: SO 6H
Example:

Symmeftrical insert-plast threaded insert, in brass,
M5 thread, length 7,5mm:

IPS10 050.80
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Applications: Assembly:
on fhermoplastic materials ulfrasonic, heat, co-moulding
on fhermoseffing materials co-moulding
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code mefric crown fotal | min. thread hole diameter *
+ thread diameter length depth Ol€ diamerer
IPCO 0 030.80 M3 5,6 6 4.0 L.
IPCO 0 040.80 ML 6,6 8 55 5,6
IPCO 0 050.80 M5 1,6 10 1,5 6,8
IPCO 0 060.80 M6 8,6 12 8,0 1,1
Non binding dimensions, expressed in mm.
* Hole diameter varies depending on the receiving material.
For a correct use of the product, if is advisable fo carry out some preliminary
- assembling fests fo defermine the correct hole diameter.
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SRoSRS Material: brass
N Finishing: natural
pEragy Tolerances: ISO 2768 - m
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o5 SR%% d1 Thread: ISO 6H
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8§§§§§ Example:
EE§§§§ blind insert-plast threaded insert,
2uSPaR in brass, M5 thread:
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FEIISE IPCO 0 050.80
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